GAS BALL VALVES

GAS BALL VALVES, FULL FLOW - T - HANDLE

TECHNICAL FEATURES

Model Female/female threads.
T handle in aluminium

Inlet - Outlet Female thread ISO 7/1 Rp parallel
Connection (equivalent to DIN EN 10226-1 and BS EN 10226-1)

 Dimension 7
BV008-FF-TH 15/165 " 1/4" DN 8) PN50
va O-FFTH 15/165 3/8" (DN 10) PN50
BVO15-FF-TH 101110 1/2" DN 15) PN50
BV020-FF-TH 8/64 3/4" (DN 20) PN40
3V025-FF—TH 6/48 1" (DN 25) PN30

Working Temperature - 20° C, + 60° C.

Approval EN 331
Materials:
Complete Body Body in nickel-plated brass.




Screw

T handle

0-Ring
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1 Zinc-plated steel Fe CB4

0-Ring

Stem

End adapter

Seat

Ball

Body

1/4” 8 495

Screw
2 T handle 1 Varnished aluminium
3 0-Ring 1 VITON®
4 0-Ring 1 NBR
5 Stem 1 Brass CW614N
6 End adapter 1 Nickel-plated brass CW617N
7 Seat 2 PEEE
8 Ball 1 Chrome-plated brass CW617N
9 Body 1 Nickel-plated brass CW617N

4710 11 18
3/8” 10 524 7 10 14 21
172 15 6 54 15 15 25
34" 20 68 62 20 163 3t
17 25 85 455 62 25 191 38
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